
32

EC10001 - 
Single Channel Programmer

EC10002 - 
Twin Channel Programmer

EC10003 - 
Three Channel Programmer

Selection of Modes -

24 Hours, 5/2 Day & 7 Day

2 or 3 ON/OFF Selector

Preset program settings

Standard Back Plate

Suitable for Wired Installations 
or used in conjunction with 
EC10015 RF Thermostat.

Selection of Modes -

24 Hours, 5/2 Day & 7 Day

2 or 3 ON/OFF Selector

Preset program settings

Standard Back Plate

Suitable for Wired Installations 
or used in conjunction with 
EC10015 RF Thermostat.

Selection of Modes - 24 Hours, 
5/2 Day & 7 Day

2 or 3 ON/OFF Selector

Preset Program Settings

Standard Back Plate

Suitable for Wired Installations 
or used in conjunction with 
EC10015 RF Thermostat.

 Hard Wired

 Diaphragm Temperature Sensor

 Ideal for Surface or Pattress Box 
mounting

 10°C- 30°C Set Point

EC10012 - 
Room Thermostat

 Wireless Communication

 230V or Volt Free Switching capability

 Ideal for Surface Mounting or Free Standing

 5°C - 35°C Set Point

 Simple Control Dial with sizeable Digital Screen

 Quick easy installation

EC10015 - 
EHC Wireless Room Thermostat

Accessories & Controls
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M0235 - 
Magnetic Filter

ESFS15C - 
Shower Flow Sensor

EC10007 -  
Pump Value

EC10005 -  
Auto Air Vent

EC10006 -  
Grundfox UPM3 or Wilo Pump

EC10011 - 
Twin Channel Heatpack

 22mm Compression 
lockshield Valve

 Supplied with Pump 
Washer

 In-line Filter with Strainer 
and Magnetic stack

 3/4” BSP connections

 High Efficiency ErP 
Compliant.

 Speed-controlled, high- 
efficiency Pump fitted with 
electronically commutated 
motor (ECM)

 Uses 85% less Electricity 
compared to standard 
Pumps

 15mm Compression

 Suitable for Vented & 
Sealed Systems

 Twin Channel Heatpack

 Room Thermostat

 Cylinder Thermostat

 Wiring Centre

 2 x 2 Port Zone Valves

 15mm Compression Fittings

 Auto Shutdown of the Boiler when 
the Shower is running

 Normally open & normally closed 
connections supplied


